We introduce the use of a birefringent crystal with lensless digital holography to create an on-chip differential interference contrast (DIC) microscope. Using an incoherent source with a large aperture, in-line holograms of micro-objects are created, which interact with a uniaxial crystal and an absorbing polarizer, encoding differential interference contrast information of the objects on the chip. Despite the fact that a unit fringe magnification and an incoherent source with a large aperture have been used, holographic digital processing of such holograms rapidly recovers the differential phase contrast image of the specimen over a large field-of-view of ~24 mm 2 .
Introduction
Together with Zernike's phase contrast microscopy concept [1] , differential interference contrast (DIC) microscopy, also known as Nomarski microscopy [2] , has been widely used to enhance the contrast of transparent phase objects that are harder to image with conventional bright field microscopes [3] . Both of these approaches essentially convert the phase information of the sample into amplitude or intensity modulation through the use of phase structures or birefringent crystals [1, 2] . Over the last few years, a number of different DIC imaging approaches have also been introduced that do not use a birefringent crystal. One example is based on aperture interference [4] , where the regular microscope image of a sample is mechanically scanned over a structured aperture which acts as a wavefront sensor. Another major DIC approach relies on conventional digital holography [5] [6] [7] [8] [9] [10] [11] , where the phase maps of the specimen can be reconstructed to create DIC equivalent images. Such digital approaches, however, rely on post-processing of the reconstructed phase information rather than physical detection of differential interference holograms.
In this manuscript, we demonstrate the use of a birefringent crystal with lensless digital holography to introduce an on-chip microscope that can create DIC images of micro-objects over a large field of view (FOV) of ~24 mm 2 . Unlike digital reconstruction based holographic DIC approaches discussed above, the use of a thin birefringent crystal physically creates differential interference holograms at the sensor plane that encode the spatial phase variation of the sample into amplitude oscillations. This modulation process can be physically controlled by varying the crystal thickness, independent of the spatial resolution of the holographic system. In addition, as we will further illustrate with experimental results, this DIC amplitude modulation with a sub-pixel physical shear distance leads to enhancement in contrast and sharpness of the reconstructed holographic images. Another important difference in the presented DIC approach is that it does not utilize any lenses, coherent sources such as lasers or any mechanical scanning.
Before we discuss the details of this on-chip DIC imaging approach that is based on lensless in-line holography and present DIC images of various micro-objects, let us briefly go over, in the next section, some of the non-conventional aspects of our hologram recording geometry that enables the use of a birefringent crystal to create DIC images over a large FOV. Finally we would like to also note that the use of birefringent crystals in holographic imaging [12] or wavefront sensing [13] has also been demonstrated but these techniques were not applied to DIC microscopy.
Lensless on-chip microscopy based on incoherent digital holography
Here we briefly discuss non-conventional aspects of our hologram recording geometry. To start with, for the illumination, we use a spatially incoherent source emanating from a relatively large aperture (with a diameter of e.g., D ~ 100λ -see Fig. 1 ) which creates a limited coherence diameter (R C ) at the object plane (such that R C 2 << FOV). In practice, the finite physical distance between the incoherent source and the aperture would create partial coherence at the aperture plane to effectively increase R C at the object plane. However, this partial spatial coherence at the aperture plane is not a requirement for our recording geometry (Fig. 1) . In other words, even if a perfectly incoherent field filled the large aperture, the free space propagation between the aperture and the object planes would create a sufficiently large spatial coherence diameter for each micro-object within the imaging field-of-view. The advantages of such a large incoherent aperture are several folds: (i) it permits significant reduction of the speckle noise; (ii) the undesired coherent cross-talk among micro-objects of the same FOV is greatly reduced; and (iii) the light throughput of the aperture is significantly increased making the alignment of the in-line holographic imaging system much simpler. Fig. 1 . DIC microscopy by lensless holographic imaging: (a) Holographic on-chip DIC microscopy setup using incoherent illumination with a large aperture (diameter D ~50-100 µm) and a uniaxial birefringent crystal together with z1 >> z2 (typically z1~5-10 cm and z2~1mm); (b) Differential phase interference due to double refraction phenomenon by a thin birefringent crystal plate (e.g., thickness ~0.18 mm). Angular sensitivity of the shear distance (δ) and the DC background intensity IDC are illustrated in (c) and (d), respectively. Note that the orientation of the first polarizer is adjusted to control the differential phase contrast while the second polarizer (i.e., the analyzer) is fixed at −45° with respect to the crystal orientation. Cross-polarizer and parallel polarizer configurations can be made equivalent to each other in terms of achieving optimum DIC performance, depending on the phase bias term to be even or odd multiples of π, respectively (refer to Section 3).
For conventional lensless in-line holography geometries which typically utilize a fringe magnification (F) of >5-10 [14] [15] [16] [17] [18] , such a large incoherent aperture would imply an unacceptable resolution loss for the reconstructed images. Not to be penalized by the same resolution loss, here we utilize unit fringe magnification (F ≈1) by placing the sample plane much closer to the sensor array than to the incoherent source [i.e., z 1 >> z 2 and F = (z 1 +z 2 )/z 1 ≈1, see Fig. 1(a) ]. With this hologram recording geometry, the large aperture of the incoherent source now gets scaled at the sensor plane by a demagnification factor of M = z 1 /z 2 , which is typically ~100, eliminating the limiting effect of the large incoherent aperture on spatial resolution. To be more precise, under spatially incoherent illumination as in Fig. 1 , it can be theoretically shown that a de-magnified (by M fold) version of the aperture function is convolving the holographic diffraction terms at the sensor array, and since in our recording geometry we utilize M ~100, the filtering effect of a large aperture function on spatial frequency content of the holographic diffraction terms is almost entirely removed. The same choice (M >> 1 and F ≈ 1) also permits us to image a significantly larger FOV claiming the entire digital sensor area as our microscopic imaging FOV.
These advantages of our recording geometry are balanced by an important trade-off, i.e., the pixel size at the sensor array now becomes a limiting factor. A large fringe magnification, as typically practiced in lensless in-line holography [14, 15, 18] ensures that the effective pixel size during hologram recording is reduced by the same amount, F, which enables successful recording of fringes that carry high spatial frequencies (over a smaller sample FOV that is now reduced by ~F 2 when compared to the sensor area). For instance, by using a high-index oil (n = 1.5) to replace air, together with F > 35, it is feasible to achieve sub-micron resolution at ~500 nm illumination with lensless digital in-line holography [18] .
Despite this important limitation of the pixel size, in the presented hologram recording geometry of Fig. 1(a) , with F~1 and a large incoherent aperture of ~50 µm, we manage to achieve sub-pixel spatial resolution (<1.5 µm with λ ~ 470 nm and a pixel size of 2.2 µm -see Suppl. Figures 5-7 in Appendix) through iterative processing of the acquired holograms without any paraxial approximations.
Differential interference contrast (DIC) imaging using incoherent lensfree holography
After going through the basics of our non-traditional holographic recording scheme, let us now introduce the implementation of our lensless DIC microscope based on in-line digital holography using a birefringent crystal. Because in our recording scheme ( Fig. 1 ) each microobject is "effectively" illuminated with a spatially coherent plane wave (over the extent of the object), the scattered fields coherently propagate a distance of z 2 (typically ~1 mm). To achieve differential interference contrast imaging, a thin birefringent crystal (e.g., ~180 µm thick quartz plate), whose optic axis is at 45° with respect to the propagation direction (zaxis), is inserted underneath the object plane as shown in Figs. 1(a), 1(b) . In the following analysis, we will only consider normal incidence to the birefringent crystal and ignore the angular spectrum of the complex field entering the crystal, which will be left as a topic to further expand in the next Section #4. As a result of the double-refraction phenomenon, as soon as the complex object wavefronts enter the crystal, they split into two components corresponding to the ordinary and the extra-ordinary waves, which have orthogonal polarizations. At the exit of the crystal, these two complex wavefronts propagate parallel to each other with a lateral shift (δ), also known as the shear distance in conventional DIC microscopy. Since the effective coherence diameter at the object plane is much larger than the shear distance, these two waves are coherent to each other but they carry information of slightly different points of the object, which leads to the differential interference contrast operation. Two aligned polarizers (i.e., parallel or crossed linear polarizers) are used to create interference between these two orthogonal waves. The hologram as a result of this interference is sampled by the digital sensor array. The reconstructed image of this digital hologram, under appropriate imaging conditions, contains the differential phase contrast information of the sample.
To better understand the theory behind the presented approach, let us assume a randomly polarized incoherent quasi-monochromatic field entering a linear polarizer oriented at an adjustable angle of φ from the x-axis [see Fig. 1(a) ]. Because our recording geometry involves a large z 1 , this incoherent field, before interacting with the sample, picks up spatial coherence sufficient to record holograms of each micro-object at the sensor plane. After interacting with the micro-object, this wave will create a complex wavefront of each object, i.e., For simplicity we assume no birefringence for the object, and even if there was some birefringence, it is relatively straight-forward to eliminate its effect by placing the 1 st polarizer after the sample plane, i.e., right above the uniaxial crystal [see Fig. 1(a) ]. Such a change would not affect the operation principles of our lensless DIC microscope, and the following theoretical analysis and its conclusions would still apply. Note also that because of the limited coherence diameter at the object plane, this analysis is only applicable to the extent of individual objects. This mismatch between the coherence diameter and the imaging FOV is also the reason why there is no longer a direct Fourier transform relationship between the object and the hologram planes. In other words, the phases of different regions of the imaging field of view are not correlated with each other due to limited spatial coherence at the object plane. However, this does not constitute any challenges since the digital reconstruction of the entire FOV can still be achieved all in parallel within <1 sec using a graphics processing unit (GPU; e.g., NVIDIA GeForce GTX 285) through iterative processing which involves going back and forth between the object and sensor planes, while enforcing the object support and the transfer function of free-space at each step [19] [20] [21] .
As the linearly polarized object wavefront, 0 ( , , ) x y ψ z , propagates through a uniaxial crystal, whose optic axis lies in the x-z plane, aligned at 45° with respect to the z-axis (Fig. 1) , it experiences double refraction as a result of which the two orthogonal polarization components are split by a small shear distance, i.e., ). Therefore, at the exit of the uniaxial crystal, the ordinary and extra-ordinary waves are separated in space by a shear distance of δ, and their interference encodes the spatial phase variation of the sample into amplitude oscillations.
Towards this end, let us assume that a second linear polarizer (i.e., the analyzer) is placed at −45° from the x-axis in the x-y plane [see Fig. 1(a) ]. If the object is mainly a phase object, i.e., crystal plates at 90° with respect to each other. For such a double crystal configuration, the same optimum DIC operation can be achieved over a wide range of wavelengths. A minor disadvantage of this approach is an increase in the total crystal length, which then increases the shear distance by 2 .
Experimental results and discussions
To demonstrate the performance of the above described lensless holographic DIC microscope, we imaged various micro-objects using the experimental configuration shown in Fig. 1 . For these experiments we used a CMOS sensor chip (Model: MT9P031, Micron Technology, 5 Mpixels), with a pixel size of 2.2 µm and an active imaging area of 24.4 mm 2 .
For the light source, we utilized a monochromator with a Xenon lamp (Cornerstone T260, Newport Corp.) with a spectral bandwidth (FWHM) of ~15-20 nm. The light from the monochromator was filtered by a 50 µm diameter pinhole, which was placed at ~10 cm above the sample surface. The objects were placed ~1 mm away from the active sensor area such that M ~100 and F ~1. Under these illumination conditions, lensless digital holograms and their reconstructed DIC images for 5 and 10 µm diameter particles, and white blood cells in a blood smear sample are shown in Fig. 2 . The reconstructed DIC images are also compared against regular bright-field microscope images of the same FOV. For both samples, the DIC images manifest surface relief contrast and shadow cast effects of the micro-objects as a result of the differential interference operation. Figure 3 also illustrates the holograms of microbeads over a large FOV of ~24 mm 2 and the reconstructed DIC images at different areas within this FOV.
To further demonstrate the contrast enhancement of our lensless DIC images, under the same illumination conditions, we imaged C. elegans samples as illustrated in Fig. 4 . In this figure, we also compared the reconstructed DIC images of the samples against regular holographic images that are obtained with the same setup [ Fig. 1(a) For digital reconstruction of these DIC images from their raw holograms, we applied an iterative phase retrieval algorithm to eliminate the twin image artifact [19] [20] [21] . In this approach, we work with the amplitudes of the lensless holograms and recover the 2D phase information of the complex field that was lost during the detection process. Once the entire complex field is recovered, the DIC images of the micro-objects can be obtained through back-propagation of the recovered fields. As already mentioned earlier, in our theoretical analysis (Section 3) we only considered normal incidence to the birefringent crystal and ignored the angular spectrum of the complex field entering the crystal. However, both δ and ∆φ bias are sensitive to the incident angle (θ i ) of the fields that make up the object wavefront. Next, we would like to better understand this angular dependency of the DIC term, and its impact for image quality. For simplicity, we limit our discussions to the case where the optic axis of the crystal lies in the plane of incidence. This is a valid assumption since both δ and ∆φ bias are most sensitive to the incident angle in this direction. Under this assumption, both δ and the DC field intensity (I DC ~1−cos(∆φ bias )) can be analytically expressed as a function of θ i [22] . Based on this analytical expression, Figs. 1(c), 1(d) summarize the effect of θ i on the shear distance and the strength of the DC term for our hologram recording geometry. Since our holograms are effectively recorded with F ≈1, the DIC image distortion that is caused by such an angular dependency is relatively reduced which is an important reason why our DIC image quality remains quite well across the entire sensor FOV of ~24 mm 2 as also indicated in Fig. 3 . 
Conclusions
In conclusion, we have introduced a lensless DIC microscopy modality that is based on the use of a thin birefringent crystal with a novel digital holographic recording geometry. Unlike other DIC imaging techniques based on digital reconstruction of phase maps in conventional digital holography, we utilize double refraction of a birefringent crystal to physically create differential interference holograms at the sensor plane, which could improve both contrast and sharpness of images when compared to the regular holographic images obtained under the same imaging conditions. This on-chip DIC microscopy platform is free from any lenses, microscope objectives, or any mechanical scanning. Further, the presented holography platform does not need a laser, but instead uses a spatially incoherent source with a relatively large spectral bandwidth (~15-20 nm). In addition to using an incoherent source, unlike most other holographic approaches, our technique also does not rely on a small aperture size to increase the spatial coherence at the object plane. The use of a large aperture (e.g., ~50 µm) in lensless holography not only provides a much simpler mechanical interface for light coupling, but also reduces the cross-talk among micro-objects of the same FOV, as well as the speckle noise. Another major advantage of our lensless DIC approach is its significantly increased imaging FOV (which in our case is ~24 mm 2 ) constituting ~10 fold improvement over a conventional 10X objective lens. Despite these advantages, the finite pixel size of the sensor array limits our spatial resolution to be <~1.5 µm at ~470 nm illumination for a pixel size of 2.2µm. Fig. 5 . Supplementary. Reconstruction results of several well-defined micro-objects are illustrated to better quantify the resolution of the presented lensfree incoherent holographic imaging platform. The cross-sectional profiles along the dashed lines are shown on the images. For test feature 1, the FWHM values of the linear gap between the squares are 1.43µm and 0.6µm for the amplitude reconstruction and 40X objective-lens (NA = 0.6) microscope images, respectively. The same gap cannot be resolved by the 10X objective-lens (NA = 0.2). This indicates that the ~0.6 µm wide gap has been imaged with a spatial resolution of <1.5 µm using our incoherent lensfree holography approach. For test feature 2, the FWHM is measured on the cross-section across the letter "L", and the values for amplitude reconstruction and 40X microscope images are 2.6 µm and 2.0 µm, respectively. The FWHM of the spacing between squares in test feature 3 is 1.80 µm and 1.95µm for amplitude reconstruction and 40X images, respectively. For all test features, we utilized z1 = ~3 cm, z2 = ~0.6 mm, F = ~1, D = 50 µm and spatially incoherent source at λ0=470 nm with a FWHM spectral bandwidth of ~5nm. Exposure time in these experiments was ~25 ms. Scale bars are 5 µm for the reconstructed images as well as their microscope comparisons, and scale bars are 50 µm for the raw holograms on the left column. Figure 5 using the same incoherent source wavelength (470 nm), pinhole size (50 µm), F ~1, and pinhole-to-cell distance (z1 = ~3cm), with 5 nm and 20 nm source bandwidths. Integration times for the detection are less than 30ms. Scale bars, 5 µm. Fig. 7 Supplementary. Amplitude and phase reconstruction results of the test features at 470 nm, 550 nm and 630 nm central wavelengths are illustrated. For this experiment, F ~1 and a 50 µm aperture at z1 = ~3cm is utilized. Source bandwidth is kept constant at ~5 nm. Scale bars, 5 µm. Notice that in the recovered phase images, the gap between the squares is imaged to be larger than the recovered amplitude images. The reason for this discrepancy is the fact that for the etched objects on glass, the edges do not obey a phase object criterion as they significantly scatter light, which cast a strong signature in the reconstructed amplitude images, yielding a better estimation of the gap between the square features in the amplitude domain rather than the phase.
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